- VariSorb RF

Product Overview

VariSorb RF series offers a comprehensive solution for addressing unpredictable
indoor air quality issues. These high-efficiency filters effectively remove a wide range
of contaminants, including diesel engine fumes, while providing a cost-effective and
easy-to-install option for various applications.
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Key Features

Dual Filtration
Removes both particulate matter and gaseous contaminants

Versatile Media
Choose from carbon, blended, impregnated carbon, or ion exchange
resin to target specific contaminants

Customisable Configurations
Available in single, double, and non-header models

Specification

EN 779 G4 Special Size Available Yes

ASHRAE 52.2 MERV 8 Header Type Single, Double, Non Header
Filter Depth (mm) 149, 292 Recommended Final Resistance 250 Pa

Media Type Carbon, Blended, Impregnated

Carbon, lon Exchange Resin
Frame Material (Standard) Galvanised Steel
Aluminium, Stainless Steel,
Plastic (Non Header)

Frame Material (Optional)

Product Information

Nominal Size Actual Size Rated Rated Initial
Inches mm Airflow Resistance Target Gas
(Wx HxD) (W x H xD) (CMH) (Pa)
VariSorb RF VOC
24 x24x12 594 x 594 x 292 3,400
12x24x 12 289 x 594 x 292 1,700 10 Voe
VariSorb RF + Oxi
24 x24x12 594 x 594 x 292 3,400 108 VOC,
12x24x12 289 x 594 x 292 1,700 Oxidisable Gases
VariSorb RF Acid
24 x24x12 594 x 594 x 292 3,400 75 Acid
12x24x 12 289 x 594 x 292 1,700
VariSorb RF Base
24 x24x12 594 x 594 x 292 3,400 75 Base
12x24x 12 289 x 594 x 292 1,700

*Other sizes and specifications are available upon request.
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